
StoSuperlit®

Application
	∙ Exterior
	∙ On masonry as well as on insulated and rainscreen cladding 
facades with a base coat
	∙ On mineral and organic substrates, particularly in plinth areas 
and passageways
	∙ Not suitable for horizontal or sloping surfaces that are 
exposed to weathering

Properties
	∙ External render in accordance with EN 15824
	∙ Not susceptible to dirt
	∙ Hard-wearing
	∙ Clear binder with coloured stone granulate
	∙ Highly weather-resistant
	∙ Water vapour permeable
	∙ Without biocidal film protection

StoSuperlit®

StoGranit
Organic natural stone plaster collection K 1.5

The specific technical specifications and information on the products contained in the Technical Data Sheets and system descriptions/approvals must be observed.

StoGranit

Application
	∙ Interior
	∙ On mineral and organic substrates, particularly in staircases 
and passageways

Properties
	∙ Not susceptible to dirt
	∙ Hard-wearing
	∙ Clear binder with coloured stone granulate
	∙ Water vapour permeable

Facade and
interior

Coatings

Notes
StoSuperlit®: StoSuperlit Protect can be used as an 
additional protective sealer and is recommended for 
dark colours (application after complete drying)

StoGranit: pre-coat with StoPrep In (colour shade 
matched to StoGranit) as a primer.



15-000  TSR: 36

15-200  TSR: 33

15-400  TSR: 22

15-600  TSR: 30

15-010  TSR: 36

15-210  TSR: 51

15-410  TSR: 33

15-610  TSR: 37

15-020  TSR: 36

15-220  TSR: 64

15-420  TSR: 62

15-620  TSR: 44

15-100  TSR: 30

15-300  TSR: 24

15-500  TSR: 26

15-700  TSR: 49

15-110  TSR: 36

15-310  TSR: 39

15-510  TSR: 32

15-710  TSR: 53

15-120  TSR: 50

15-320  TSR: 64

15-520  TSR: 41

15-720  TSR: 59

The specific technical specifications and information on the products contained in the Technical Data Sheets and system descriptions/approvals must be observed.
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Facade and interior
Coatings

Appearance
	∙ Mixed aggregate render 
	∙ Natural stone plaster

Colour shade
Special colour shades PG12 available on request for  
a surcharge (minimum order quantity 46 kg)

Approx. coverage 
	∙ StoSuperlit®: 5.00 – 6.00 kg/m²
	∙ StoGranit: 4.00 – 5.00 kg/m²

Headquarters

Sto SE & Co. KGaA
Ehrenbachstrasse 1
79780 Stühlingen
Phone	 +49 7744 57-0

Info service

Phone	 +49 7744 57-1131
info.international@sto.com
www.sto.com

Application


